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EXTREME MARQUEES

3m x 3m FOLDING MARQUEE

PMS COLOUR MATCHING

BINDING COLOUR - roLY ROOF ONLY

STANDARD COLOUR RANGES

POLY: 500D PVC Coated Polyester

PVC: Imported Belgian 100% PVC

PMS PMS PMS PMS

WHITE

All printing is done using CMYK on a large format printer.

Pantone Colours / PMS can be supplied they will be

Binding - The fabric used to join roof panels together.

The colour shown in the above box indicates the
colour of the binding used on your order.

White Black Maroon Red Green Blue Yellow Orange Light Blue Pink
PVC CMYK-0000 CMYK- 635251100 CMYK-693076 CMYK-0 100 6052 CMYK-1000 8454 CMYK- 80690 23 CMYK-031931 CMYK-051964 CMYK-8301515 CMYK-9 1000 15
Pantone - White Pantone - black 6 ¢ Pantone - 222 ¢ Pantone - 1955¢ Pantone - 3415c¢ Pantone - 7685c Pantone - 7409c Pantone - 715c¢ Pantone - 632c¢ Pantone - 233c
White Black Maroon Red Green Blue Yellow Orange
POL I CMYK-0000 CMYK- 631651100 CMYK- 35 100 65 58 CMYK-0 1007535 CMYK-9307956 CMYK-10072018 CMYK-021931 CMYK-0601000
Pantone - White Pantone -black 6 ¢ Pantone-7421c Pantone -187c Pantone-7727c Pantone -7686¢c Pantone-123c Pantone-715c

PREMIUM COLOUR RANGES

POLY: 500D PVC Coated Polyester

PVC: Imported Belgian 100% PVC

ROOF & VALANCE PANELS

LEFT ROOF PANEL

1730mm
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LEFT VALANCE PANEL

INSIDE FULL WALLS

LEFT WALL INSIDE PANEL

2210mm

FRONT VALANCE PANEL

FRONT WALL INSIDE PANEL

2210mm

RIGHT VALANCE PANEL

RIGHT WALL INSIDE PANEL

2210mm
2210mm

converted to a CMYK breakdown for digital printing. Grey Granite
Please state to our Graphics Coordinator if you require colour Any Standard Colour from our range can be PVC .C“"YK8 162244
matching to either a PMS colour or a physical sample. selected to complete your order. enene e
. . . While we make every effort to match PMS colours, Custom coloured binding is available, please contact our lvory Nude Fawn I Navy Blue Deep Ocean Blue TheBaggy Green Apple Green Candy Pink Lollipop Purple Cola Red
Z m f 1 k CT I + I S|| ht Varlatlon Iﬂ Colour W||| occur Gra hics Coordinator fora uote POLY CMYK-30420 CMYK-85 20 28 CMYK-010 17 64 CMYK- 9550 3 52 CMYK- 10047072 CMYK- 1000 56 71 CMYK- 640100 9 CMYK-010000 CMYK-4393015 CMYK-0 1008513
oo I n o VI eW yo U r a r WO r r eq U a S I g n g ) p q ’ Pantone - yellow0131c Pantone - 7535c¢ Pantone - 404c Pantone -2955¢ Pantone - 540c Pantone -3292c Pantone -362c Pantone -219c Pantone -513c Pantone -186c
FRONT ROOF PANEL RIGHT ROOF PANEL BACK ROOF PANEL
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3005mm 3005mm 3005mm

BACK VALANCE PANEL

BACK WALL INSIDE PANEL
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3020mm 3020mm > 3020mm > 3020mm >
OUTSIDE FULL WALLS
LEFT WALL OUTSIDE PANEL FRONT WALL OUTSIDE PANEL RIGHT WALL OUTSIDE PANEL BACK WALL OUTSIDE PANEL
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INSIDE HALF WALLS
LEFT HALF-WALL INSIDE PANEL FRONT HALF-WALL INSIDE PANEL RIGHT HALF-WALL INSIDE PANEL BACK HALF-WALL INSIDE PANEL
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2990mm > 2990mm > 2990mm > 2990mm >
OUTSIDE HALF WALLS
LEFT HALF-WALL OUTSIDE PANEL FRONT HALF-WALL OUTSIDE PANEL RIGHT HALF-WALL OUTSIDE PANEL BACK HALF-WALL OUTSIDE PANEL
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Half Wall Note:

Half Walls are folded over a crossbar and
stitched onto the inside (as shown).

For outside half wall printing, the artwork should
be up to the designated “top of the half wall
line”. On the inside half wall artwork should
finish at the stitching line.

Edge of panel
Stitching line

Top of the half wall

Please Note:

All artwork is printed in CMYK, please convert all PMS or RGB artwork to equivalent CMYK
colour break downs. Please be aware that slight colour variation may occur in the printing
process as colours displayed on a monitor can change when printed.

Place artwork in the Design Layer of this document.

This template is designed at a 10% scale of the final product.
Rasterised artwork supplied at 300dpi to suit this template size
is the minimum requirement for a high quality final print.

@ Zoom in to view your artwork (Ctrl+equal sign)

Copyright Extreme Marquees 2013



