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TYPEFACE / FONT USED PMS COLOUR MATCHING BINDING COLOUR -roryroorony | | FRAME COLOUR

PMS PMS PMS PMS

ARIAL - BOLD WHITE WHITE

EXTREME MARQUEES

Binding - The fabric used to hem roof panels. Thermoplastic polyurethane (TPU) with

sleeve Fabric.

All printing is done using CMYK on a large format printer.

The font shown in the above box indicates the font Pantone Colours / PMS can be supplied they will be The colour shown in the above box indicates
used on your order. converted to a CMYK breakdown for digital printing. the colour of the binding used on your order.
— — — Any free to download font can be used or Please state to our Graphics Coordinator if you require colour Any Standard Colour from our range can be
alternatively please supply your font. matching to either a PMS colour or a physical sample. selected to complete your order.

Four colours to choose from.
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Please state to our Graphics Coordinator if you require this While we make every effort to match PMS colours, Custom coloured binding is available, please contact our |
changed. slight variation in colour will occur. Graphics Coordinator for a quote.
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Please Note:

All printing is done using CMYK on a large format printer. Please also keep in mind that colours displayed on a device or monitor can This template is designed at 10% scale of the final product.

Pantonke) Co||<c(>jurs / ]FC’I\/Iann ﬁ)e supplied and they will be converted to a differ from the final printed product. Please refer to the ‘Bleed’ layer to build your artwork and place artwork on o o o

CMYK breakdown for digital printing. Every effort is made to match colours between products types, there can the ‘Design Layer’ of this document. Rasterised (Photoshop) artwork to be 2 I ' l 'I' W 'I'W ‘ 'I' I + I

Please state to our Graphics Coordinator if you require colour matching to be variation between colour from Polyester Marquee fabrics, PVC Marquee supplied at a minimum 300dpi to suit this template size. o O I n O VI e yo U r a r O r r eq U a s I g n

either a PMS colour or a physical sample. While we make every effort to material and Banner Fabrics.
match PMS colours, slight variation in colour can occur.
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